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SPOTLIGHT:  70V PAGING

250 Watt Telecom Paging Amplifier

250 Watt SIP/Multicast Paging Amplifier

The Viking model PA-250-IP SIP/Multicast Paging Amplifier provides up to 250 watts of loud paging for 
SIP based VoIP phone systems (hardware or hosted/cloud based service provider). The PA-250-IP can be 
used for standard SIP endpoint paging or multicast paging. The unit connects with a single CAT5/6 cable 
from your network switch. See DOD 501 for more information.

250 Watt 70V Paging Power Amplifier

The PP-250 is a 250 Watt 70V Paging Power Amplifier that can drive up to two hundred fifty (250) 
70V speakers and/or paging horns (each speaker set to “1 Watt tap”). The small 1U rack size 
chassis is possible because the PP-250 uses new amplifier technology that is 3 times more efficient 
than old designs competitors use. The high efficiency of the PP-250 means less heat dissipation, 
higher reliability, and lower cost. See DOD 511 for more information.

The PA-250 is a 250 Watt 70V Telecom Paging Amplifier that can drive up to two hundred fifty (250) 
70V speakers and/or paging horns (each speaker set to “1 Watt tap”). The small 1U rack size 
chassis is possible because the PA-250 uses new amplifier technology that is 3 times more efficient 
than old designs. The high efficiency of the PA-250 means much less heat dissipation, smaller size, 
higher reliability, and lower cost. See DOD 500 for more information.

Check out 
Viking’s Paging 

Systems

1.  Put more speakers     
on a wire run

2.  Less volume loss

3.  Longer speaker wire 
runs

4.  Smaller gauge wire

5.  Save wiring costs 
compared to 8 Ohm 
systems

6.  Set the volume of each 
speaker independently

Discover the advantages 
of using a 70V distributed 

audio paging system:

Or, pick up the phone and      

call us:   715-386-8861

We are here for you!

NEW

NEW

NEW



TRIVIA QUESTION

September Trivia:  How many words can the 
average pencil write?   Answer:  45,000

Congratulations to JAIME SANTOS from ADI!

What was Candy Corn 

originally called?

TECH
TIPS

Everyone who submits the correct answer by 
10/31/2020 will be entered into a prize drawing.

Call: 715-386-8861 | Fax: 715-386-4344, 
Email: info@vikingelectronics.com | Scan -->

HOW TO 
ANSWER

PRODUCT PROFILE

The 300AE Paging Horn provides a direct voice coil connection 
for use with 8 Ohm paging systems such as Viking models 
PA-2A, PA-15, HF-3W, DVA-2WA and M2W. 

The 300AE Paging Horn also provides a built-in step-down 
transformer for use with 25V or 70V paging systems such as 
Viking models PA-30, PA-60, PA-250, PA-250-IP, and PP-250. 
The transformer has a range of power taps that are selectable 
with a 6 position rotary switch, so that installers are able to 
independently adjust the volume of each paging horn. These 
higher voltage paging systems also have the advantage of being 
able to connect more speakers using lighter gauge wire runs 
and still have less volume lost in wire resistance. 

The 300AE features a weather resistant design that allows for 
use in outdoor, factory, or warehouse environments. Its larger 
size and greater frequency response provide greater 
intelligibility of voice pages and is suitable for background 
music. The directional design allows the installer to focus the 
sound cone down aisles and toward work areas. The included 
mounting hardware provides full adjustment of horizontal and 
vertical positioning. 

Weather Resistant
High Power Paging Horn

300AE 
(DOD 497)

The SA-TBA tile bridge is designed to mount an 8-inch ceiling 
speaker and can be used to bridge a 2 ft x 2 ft or 2 ft x 4 ft 
ceiling tile. The tile bridge is compatible with Viking speaker 
models SA-1S, 30AE, 35AE, 40AE, 40-IP and 40TB-IP. The 
SA-TBA tile bridge is constructed of 24 gauge cold rolled 
steel with an electro galvanized rust-resistant finish.

Tile Bridge 
for Ceiling 
Speakers

Model
SA-TBA 

•  Fits standard 8-inch ceiling speakers
•  Bridges 2 ft x 2 ft or 2 ft x 4 ft ceiling tiles
•  Clearance holes for easy installation
•  24 gauge galvanized steel

For more information on the SA-TBA, see DOD 534

Model SA-TBA Tile Bridge

2 x 2 ft or 2 x 4 ft
Ceiling Tile with
8-inch Speaker

all over the world 
on six of the 
seven continents, 
with Antarctica 
being the sole 
exception. 

*  The word pumpkin 
originates from the word pepon,    
which is Greek for “large melon". 

*  A pumpkin is really a squash. It is a 
member of the Cucurbita family which 
includes squash and cucumbers. 

*  Pumpkins, like other squash, are 
thought to have originated in North 
America. The oldest evidence, 
pumpkin-related seeds dating    
between 7000 and 5500 BC, were   
found in Mexico.

*  Pumpkins are rich in potassium and 
Vitamin A.

*  Pumpkin flowers are edible.

*  Originally pumpkins were used as an 
ingredient for the crust, not the filling.

*  Pumpkins were once used for removing 
freckles and curing snake bites. 

*  Pumpkins are 90 percent water.

*  Pumpkin chucking is a competitive 
activity in which teams build various 
mechanical devices designed to throw a 
pumpkin as far as possible. Catapults, 
trebuchets, ballistas and air cannons 
are the most common mechanisms. 

*  Pumpkins are available in many 
varieties including: Spooktacular,  
Sugar Treat, Baby Bear, Funny Face, 
Ghost Rider, Happy Jack, Baby Boo, 
Sweetie Pie and Jack-Be-Quick.

*  It's the Great Pumpkin,    
Charlie Brown was 
first broadcast 
on October 27, 
1966.

ALL ABOUT 
PUMPKINS



PRODUCT PROFILES (Continued)

70V Paging Horns and Speakers

The 25AE-70V Paging Horns and 
30AE-70V Ceiling Speakers provide 
economical paging coverage for 70 Volt 
paging systems.

In outdoor factory or warehouse 
environments, 25AE-70V paging horns 
are the best method of producing 
understandable sound. In these 
environments the directional design 
allows the installer to focus the sound 
cone down aisles and toward work 
areas.

In office and restaurant environments, it 
is best to distribute sound evenly. 
Ceiling mounted 30AE-70V speakers in 
close proximity offer the best distribu-
tion and are cost effective.

Both the Paging Horns and Ceiling 
Speakers provide a built-in step-down 
transformer for use with 25V or 70V 
paging systems such as Viking models 
PA-30, PA-60, PA-250, PA-250-IP and 
PP-250. The transformer has a range of

Clock Controlled Tone Generator

Viking's model CTG-1A is a clock 
controlled tone generator designed to 
provide accurately timed bong alert 
tones or buzzer alert tone sounds over 
an existing paging system.

The CTG-1A can be programmed to 
output single, double or triple alert 
tones with up to 128 events in a 24 hour 
period in each of two separate 
schedules.  These bong / buzzer sounds 
are ideal for indicating the start and end 
of shifts, break times, lunch periods, 
etc. for factories, schools, or any 
business requiring an audible indication 
of specified times. 

Each day of the week can be 
programmed to either schedule 1, 
schedule 2 or off, allowing you to turn 
off the alert tones during specific days 
of the week (weekends, etc.) In place of 
sending tones, the CTG-1A can operate 
in the Timed Relay Mode to turn on or 
off the relay at certain times of the day. 
The CTG-1A has three contact closure 
inputs for triggering an emergency 
siren, evacuation signal or a doorbell 
sound.

For more info on the CTG-1A, go 
to www.VikingElectronics.com 

and search DOD 461. 

•  Accurate 24 hour digital time clock displays 
hours and minutes synced to AC power

•  User programmable 24 hour, 128 event timer 
in two separate manually selected schedules

•  Programmable day of week on/off feature

•  Non-volatile memory with four day clock 
backup

•  Two sets of DPDT relay contacts for timed 
relay events

five separate switch selectable power 
taps, which can be used to adjust the 
volume of each speaker. These higher 
voltage distributed audio paging 
systems also have the advantage of 
being able to connect more speakers 
using lighter gauge wire runs while 
having less volume lost in wire resis-
tance. This saves wiring costs compared 
to 8 Ohm systems.

25AE-70V 
(DOD 471)

30AE-70V 
(DOD 473)
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CHECK OUT OUR VIRTUAL TRADE SHOW

WHAT’S
INSIDE?

•  Paging power!

•  Is 70V better?

•  Tech Tip:              
tile bridge

•  Corny trivia

•  70V horns and 
ceiling speakers

•  Installer spotlight

Virtual
Trade
Show

Got questions?
Pick up the phone and call us:   

715-386-8861

We are here for you!

We miss seeing you all at this year's 

trade shows!  Since we can't see you in 

person, we’ve created a virtual booth for 

you to check out and get the authentic 

Viking trade show experience --   

-- from ANYWHERE! 

Browse our latest product launches, 

find out what’s coming soon, and see 

some of our battle-tested favorites.

New Product
Launch!

The new PA-250 Series of 
rack-mounted amplifiers are 
designed for paging systems 
requiring high power. Each of 
the models in the series provide 
250 Watts of paging power to 
70V speakers and horns.

Watch the 
video here


